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This paper describes a jettison system used to separate a large, inflatable-deployable 
antenna from a free-flying spacecraft. The jettison system consists of four discrete 
arman band clamps, released simultaneously via pyrotechnics. The design, 
analysis, analytical simulation, and testing of the system are discussed. Of particular 
note is the correlation of test results with the Marman band design calculations. 
Introduction & Mission Overview 
The Spartan inflatable Antenna Experiment (IAE) is a Space Shuttle-borne experiment 
designed to test the function and performance of an inflatable-deployable antenna 
reflector and structure in space. Described in this paper, the.jettison system is key to 
the mission performance, since it separates the inflated antenna structure from the 
Spartan carrier spacecraft, thereby allowing the Spartan carrier to be retrieved by the 
Shuttle. The Spartan carrier and the IAE are briefly described to provide an 
understanding of the jettison system design requirements and constraints. 
The Spartan Program provides access to tow Earth orbit via the Space Shuttle and the 
Spartan carrier system. Spartan is an autonomous, reusable, 3-axis stabilized free 
flying spacecraft[l]. It is carried into orbit, deployed, and retrieved by the Shuttle. 
Spartan's simple, relatively generic interfaces to the Shuttle streamline and simplify 
both payload certification and accommodation on Shuttle missions. For each mission, 
the basic spacecraft system is adapted to accommodate the experiments while 
retaining the generic Spartan attitude control, command and data systems, thermal, 
and structural systems. The Spartan IAE spacecraft is shown in Figure 1. 
The Inflatable Antenna Experiment [2] consists of an inflatable antenna approximately 
31 m (1 01.7 ft) in length with a 14-meter (45.94 off-axis parabolic reflector, cameras 
to record the antenna inflation, and optical equipment to measure the reflector surface 
precision. The reflector is aluminized Mylar with a clear Mylar canopy and is inflated to 
0.00207 kPa (0.0003 psi). The inflatable structure consists of three struts and a torus 
made of neoprene-coated Kevlar and is inflated to 20.7 kPa (3 psi). The experiment 
objective is to demonstrate an antenna surface accuracy of 1 mm RMS. Figure 2 
shows the inflated antenna, attached to the Spartan carrier. The antenna is deployed 
and inflated after the Shuttle crew has both released the Spartan spacecraft into 
autonomous free flight and maneuvered to a safe separation distance. The 
experiment will be completed in approximately 90 minutes after which the inflated 
antenna will be jettisoned from the Spartan carrier. The Spartan carrier is retrieved 
erthed in the Shuttle bay. The overall mission scenario is shown in Figure 3. 
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Phvsical & St ructu ral Accommodation 
The jettison system has to serve as the structural interface between the Spartan carrier 
and the IAE canister. The characteristics of both items were fixed prior to the design of 
the jettison system. The jettison system has to provide an adequate load path with 
sufficient margins to allow for large uncertainties in the loading environment. A 22.86- 
cm ( 9 4 )  diameter footprint was determined to be available to accommodate each of 
the four jettison system osts, which are the interfaces between the IAE and the 
Spartan carrier. 
from the spacecraft with lo tipoff rates and 
ipoff rates are necessary to ensure that 1) the 
not come into contact durin 
2) the carrier spacecraft is stable for retrieval by the Shuttle. Contact 
s in relative motion could potentially prevent successful separation. Spacecraft 
d buckle the inflated antenna. 
spacecraft Failure to meet th 
hin the attitude control system capability to null them. The 
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an systems that control it. 
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capacity and the required simultaneous separation action. A Marman band design 
was judged to be a reliable and inexpensive approach due to both its inherent 
simplicity and GSFC’s extensive experience with Marman band separation systems. 
The major components of the jettison system design are the Marman band clamp/joint 
assembly, the pyrotechnic bolt cutter, the pushrod/spring assembly, and the structural 
posts (Figure 4). 
A spacecraft mass properties summary and the structural design limit load factors are 
given in Tables 1 and 2, respectively. These parameters, along with the relatively 
small clearances between the jettisoned antenna assembly and the carrier spacecraft, 
drove the detailed design and testing of the jettison system. 
SPARTAN IAE MASS PROPERTIES SUMMARY 
Marman Band Design 
The first Marman band design iteration for the iAE jettison posts consisted of a 
standard strip and shoe band, which could use either a guillotine cutter or an 
explosive bolt to release the band. Since the Shuttle program is sensitive to any kind 
of debris produced near a recoverable payload, the Marman band also required a 
catcher assembly. Que to the limited area in which the band had to fit and the 
correspondingly small size of the band and catcher components, the strip and shoe 
band design was abandoned. It was felt that a less costly and complicated design 
could be achieved by using a solid segmented aluminum band and a modular bolt 
cutter assembly which was mounted to the post and ould be reusable after each 
firing. Similar band designs had been flown in the p 
sounding rocket missions. This new smaller diameter 
the design features of the old sounding rocket bands. 
C on numerous 
Id incorporate many of 
reliminary sizing of the post diameter, band diameter, and ban 
diameter were performed with design calculations using a conse 
estimate of 363 kg (800 Ibm) for the ejectable portion of the IAE 
detailed discussion 
lation between the 
h the methods used to size the 
analysis and the static pull tes 
an band and the 
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figure 4. IAE Jettison Post 
After determining the preliminary post loads from the design calculations, a mounting 
post and a solid segment Marman band were designed to fit within the available 
space. The IAE jettison post bands are constructed of a solid 7075-T73 aluminum 
ring, which has been cut into four equal segments. Each half of a band is linked and 
pinned together to create a flexible interface. The band halves interface to the post 
flanges with a 15" ramp angle and are pre-loaded with two #8-32 bolts, which rigidly 
clamp the top and bottom posts together (Figure 5). To preclude any type of bolt 
bending, the #8-32 bolts were seated into a bathtub-type fitting interface on hardened 
stainless steel swivel washers. Pre-load forces on the #8-32 bolts are provided by a 
bolt force sensor under the head of each separation bolt. Surface preparation of the 
bands consisted of hard anodizing the band segments and applying Braycote 601 to 
the band/flange interface before each installation. 
fter the separation bolts are cut by the bolt cutters, the band jumps off the interface 
flange and is retained by four catcher brackets, mounted to the bottom post. Each 
catcher bracket is connected to the band by a set of tension springs, which firmly hold 
the band to the bracket during the rest of the Spartan IAE mission and also during re- 
entry and landing ofthe Shuttle. Figure 6 shows the fully assembled jettison post. 
225 
I 
f UPPER POST 
LOWER POST 
I I 
Spartan 207lIAE Jettison Post Close-up of the Marman Band Interface 
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th 
WD (tanp-p) 
(l+ptanp) - Bolt Preload = 
where: W = Line load around the band circumference 
F = Maximum axial load at ejection interface {F = 21 61 7 N (4860 Ibf)} 
M = Maximum moment at ejection interface {M = 11 75 N-m (1 0,400 ft-lbf)} 
D = Outside diameter of ejection interface flange { 10.9 cm (4.3 in)} 
b = Flange/band ramp angle (1 5") 
p = Coefficient of friction (normally between 0.0 and 0.10) 
A detailed flight loads analysis yielded the loads listed above. A coefficient of friction 
of 0.08 was assumed, and a required preload of 3781 N (850 Ibf) was calculated. The 
application of a 1.4 factor of safety and a small allowance for measurement uncertainty 
resulted in a final bolt preload specification of 5782 N (1300 Ibf), with a corresponding 
line load of 2856 N/cm (1631 Ibf/in), which was higher than the preliminary sizing 
calculation. The only required change in the hardware to accommodate the higher 
loads was the screening and re-certification of the separation bolts to a higher level. 
Comparison of this Marman band line load with the line loads of other Marman band 
designs [6] will show that this design can develop significantly higher line loads than 
most designs. This is possible because of the solid segment band strength and the 
small diameter and large wall thickness of the ejection post. On almost any other type 
of band design, these large line loads would almost certainly cause potential ring 
rolling problems at the flange interface. Even with the very stiff interface rings of this 
design, this large line load was a concern and was monitored during the pull test. 
Bolt Cutter Design 
Release of the bands occurs when either one of a pair of redundant bolt cutters is 
actuated on each post. The bolt cutter assemblies are mounted to the bottom post and 
consist of an upper and lower housing, a bolt cutter blade, a crush washer, and a 
pressure cartridge. When the separation bolt is cut by the bolt cutter blade, the cutting 
force transferred by the blade is reacted by the band. This type of system can only be 
used in combination with a small separation bolt diameter (#8-32 or less will produce 
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Figure 7. Bolt Cutter Assembly 
Due to some of the previously mentioned limitations of this bolt cutter design, its 
acceptability for other applications will be limited; however, for this particular use, it 
has a number of desirable features. The upper and lower housings are made of high 
strength 15-5 stainless steel and can be disassembled, cleaned, and re-used after 
each firing. Due to the small amount of cutting force required, even the bolt cutter 
blades were re-used during functional testing after being re-sharpened. The modular 
design also allowed the bolt cutter assembly to be removed from the system without 
having to remove the band. The bolt cutter has proven to be simple to use, 
inexpensive, and very reliable. 
Pressure Cartridge 
A Holex pressure cartridge, manufactured by Quantic Industries, was chosen to 
actuate the bolt cutter assembly. The cartridge is a fairly typical single bridge wire, 1 .O- 
A “no-fire” and 4.0-A “all-fire” pressure cartridge. One of the primary reasons for 
choosing this cartridge is its previous use for the Hitchhiker program, and it had been 
qualified for flight on the Shuttle by GSFC. 
The design and testing requirements for Shuttle pyrotechnics were reviewed and 
applied to this application. Shuttle pyrotechnic requirements are contained in 
8060 Space Shuttle System Pyrotechnic Specification [7]. 
manufacturing and testing 
ximum Operating Pressu 
ield the threads and o-ri 
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ands are cut, the IAE is pushed away from the Spartan Service Module by 
four independent Compression springs, located in each of the post assemblies. Each 
spring is guided by a pushrod, which rides in a linear bearing housing (Figure 4). The 
linear bearing housing and the pushrod provide a tightly controlled and guided stroke 
for the springs; however, the IAE and the Spartan Service Module are free to rotate 
with respect to each other during the jettison sequence. The spring design 
requirement was to provide enough force to push the inflated portion of the experiment 
away from the Spartan Service Module without buckling the struts of the antenna or 
without imparting angular rates into the Service Module greater than'those allowed by 
the Spartan Attitude Control System. To verify the spring design, a dynamic analysis 
of the jettison sequence and of the subsequent velocity and rotational rates of the IAE 
and Spartan Service Module with respect to each other was performed. From the 
results of the dynamic analysis, it was found that a spring rate of 15 NIcm (8.5 Ibfhn), 
with a stroke of 10.9 cm (4.3 in), would meet the desired requirements and also 
provide a separation velocity of approximately 0.93 m/s (25 ink) between the Spartan 
Service Module and the inflated antenna. 
Jettison System Dynamic Modeling and Simulation 
namic A m s i s  Overvie& 
A dynamic simulation was required in order to understand quantitatively the relative 
motion between the Spartan carrier spacecraft and the IAE during the jettison. This 
was necessary to ensure that there will be no contact between the Spartan and the 
IAE, that the angular rate imparted to the Spartan spacecraft will be acceptable, and 
that the IAE struts will not buckle. The results of the dynamic analysis were used to 
develop specifications for the spring rates and minimum clearances between 
compo ne n ts . 
A three-dimensional, rigid-body simulation of the jettison event for both the deployed 
and stowed IAE was performed using Automated Dynamic Analysis of Mechanical 
Systems (ADA S) software. The center of gravity (CG) displacement time histories 
were the output from ADAMS and mapped to NASTRAN grid geometry, so that the 
minimal clearance between the critical IAE and Spartan geometry could be 
conveniently tracked at discrete locations. Parametric studies, involving variation of 
the plunger spring rates by &lo% and variation of the IAE CG location in the XV-plane, 
were included. The effect of the flexible IAE struts on the jettison event was also 
examined and found to be similar to the rigid simulations; therefore, only the rigid 
simulations are presented. 
A total of twelve rigid ody simulations were performed: three for the deployed and 
nine for the stowed configuration. The deployed cases consisted of nominal CG and 
plunger spring rates, along with two additional cases in which the CG and spring rates 
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igid masses located at the Spartan and IAE 
CGs. Table 2 contains the nominal mass properties for both the Spartan and IAE. 
Figure 8 shows a wireframe rendering of the deployed ADAMS model. The IAE CG is 
shown in the lower two figures, but not in the top two figures, because it is far above 
the main spacecraft body in the deployed configuration. TheSpartan CG is located in 
the interior of the lower box. The spring hous jector housing, and camera are 
at the bottom center of the upper box, owes the stowed IA 
ove~ead  view of these components is fou e lower left-hand figu 
he Spartan and the IAE, in the upper right-ha 
pe~ormed over a 0.75-second interval with a time step of 
Spartan CG displacements and Eul 
configuration. The CG information 
m clearance was calculate 
he CG rates, jettison spring 
e system, an energy check was performed on 
100 time steps, from 0 00 to 0.50 seconds, 
e kinetic energy of the AE and Spartan were 
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Energy for N o ~ i n a l  Deployed Configura~ion 
sults of the rigid body simulations. A positive clearance was 
obtained for all simulations, with a minimum clearance of 0.23 cm (0.09 in) for a worst- 
case stowed configuration. Also, the angular rate predicted for the Spartan is well 
within the ACS bounds, and the forces imparted to the IAE were found to be well within 
able buckling for the struts. Therefore, the result f the analysis show that all 
the requirements for successful jettison have been satisfi thus validating the jettison 
system design and allowing the specification of final spring rates. 
learned about the characteristic 
sting of the Engineering Test 
important to achieve consistent 
This was achieved here by using a detailed 
I monitoring of the bolt force with the bolt force 
ween the cutter blade and the bathtub 
n one of these values began to stray 
disassembled only to find a small 
salignrnent of the band with respect 
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jetween the spring housings and the inflation panel. 
During the first single bolt cutter functional test, two problems with the system were 
discovered. The first problem had to do with the flexibility of the band. Although the 
first functional test was successful, which is to say that a single bolt was cut, the band 
was released, and the top post was ejected. It was obvious that the band was not as 
flexible as we would like and that there was potential for it to become hung up on the 
top post or in some way interfere with the ejection sequence. A simple solution to this 
problem was implemented by attaching a slider mechanism to the band, thus allowing 
the springs of the catcher assembly to move relative to the band during release. This 
provided more flexibility to the system and let the band move further from the post 
flanges after release. 
The second problem had to do with bolt cutter blade and how it was cutting through 
the #8-32 separation bolt. In the past, on similar solid segment sounding rocket 
bands, a heat-treated 4140 alloy steel cutting blade, with a cutting angle of 90°, was 
used to cut through a single or double #6-32 separation bolt interface. Increasing the 
bolt diameter by 0.076 cm (0.030 in), to a #8-32, for this system was not perceived as a 
problem. During the first functional tests, however, it was found that this combination 
of bolt diameter, bolt material, cutter angle, and cutter material caused the bolt to fail 
on two planes instead of one. is produced a very consistent 0.25-cm (0.10-in) long 
bolt section to be punched out. he creation of debris raises safety concerns on 
Shuttle payloads, thus this was a potentially serious problem. 
Close examination o he bolt failure planes clearly showed signs of shear failure 
across both planes. comparison of the hardness of the cutter material and the bolt 
material showed very similar values of about 40 Rc. 
combination with the large cutter angle (goo) and the deformation observed on the 
sharp point of the cutter, it was concluded that the cutter angle was too large and the 
cutter material was not hard enough to achieve the initial cutting depth required to fail 
the bolt on a single plane. To solve this problem, a new cutter blade was designed 
with a smaller cutting angle of 60" and made of a high strength/hardness alloy steel, 
rom this information, in 
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sections before and after the cutter modification. 
Jettison Post 
The post was subjected to two pulls initially, both at an angle of 64" and a force of 
33805 N (7600 Ibf). The first pull was across one of the band bolts, and the other pull 
was across one of the Marman band links. These two angled pulls qualified the post 
to the Spartan design load levels, with the additional factor of 1.4. Following the 
second test, the post was removed and taken to another site to be functionally tested. 
After the functional test, the post was re-assembled and returned to the test site and 
pulled two additional times. These final pulls were overload tests to see if the band 
could be forced to gap with either a horizontal or vertical pull force. Data from these 
last two pull tests provides insight into the strength of the post/band interface. The 
pulls are summarized below: 
atic Load Pull Testing 
Test 1 - Pull at an angle of 64" with a force of 33805 N (7600 Ibf) across 
Test 2 - Pull at an angle of 64" with a force of 33805 N (7600 Ibf) across 
Test 3 - Pull vertically until the band interface gaps. 
Test 4 - Pull horizontally until the band interface gaps. 
band bolt #2. 
one of the links. 
Based on the results from the first two qualification pulls, it was determined that the 
Marman band interface did not gap. Figure 11 shows the stress readings at three 
locations (gages #I I #2, and #3 are inside the post at the flange; gages #4, #5, and #6 
are on top of the Marman band; and gages #7, #8, and #9 are on the back face of the 
arman band) as a function of the pull load. Figure 12 shows the bolt forces over the 
same load increments. Previous testing of Marman bands at GSFC has shown that, 
when gapping occurs at the band interface, the clamping strain energy associated with 
d was relieved, and the rman band and bolts began to take the 
is was displayed by a d increase in the bolt loads, as well as 
increased hoop stresses in the band. er of these phenomenons occurred in the 
first two tests for the IAE jettison post. additional indicator of gapping, LVDTs 
the band interface to measure any sudden change in deflection which 
ejection/ flange interface showed f 
ng rolling occurrin at the flanges 
e test. Again, the data showed negligible changes for the first two 
so, strain gauges located on the in surface of the post 
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Figure 11. Stress Data Pull Test #I 
Figure 12. Bolt Force Data Pull Test #I 
The most interesting results from the two overload tests occurred in the horizontal pull 
of test 4. Test 4 applied up to a 3853-N-m (34125-in-lbf) bending moment at the 
Marman band interface by pulling at 90" to the axis of the post with a load of 28912 
(6500 Ibf). This is equivalent to a moment load which was three times higher than the 
maximum moment produced using the design limit loads. The purpose of this test was 
to determine at what bending load the post would either gap or reach the maximum 
allowable bolt force sensor readings. Based on the test plan, the loading stopped 
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ot broken, even with a shear I 
Ibf). This was a direct and positive result of the high line load in the band. The two 
functional tests performed after the pull tests were successful. 
The results of the static pull tests were also used to specify a variable cross-section 
beam representation of the jettison posts in the spacecraft finite element model. The 
stiffness properties of the post, above and below the band interface, were determined 
using deflection data from the pull test. In this way, the flexibility of the Marman band 
joint was taken into account in the finite element model. 
Simulated Deployment Testing of the Jettison System 
To test functionally the ejection system (all four jettison posts together) before flight, a 
Mass Deployment Simulator (MDS) was designed to simulate both the mass and the 
interface between the posts and the ejectable portion of the payload. This includes the 
actual flight electrical connections between the inflation panel and the experiment. 
These connectors are designed as rack and panel, spring-loaded, zero-force 
disconnect connectors. In addition to simulating the mass of the experiment under 
zero-g, the MDS is capable of enveloping a wide range of X-Y CGs and introducing a 
simulated thermal deflection in two of the jettison posts. 
The simulator consists of a frame and weight assembly, which equals the weight of the 
ejectable portion of the IAE payload. To offset the effect of gravity, a balance weight is 
connected with wire rope across pulleys to the MDS (Figure 13). The X-Y CG of the 
MDS is adjustable by moving ballast weights and shifting the lift point accordingly. 
The lifting ball can be adjusted 7.6 cm (3 in) in the Z direction to account for the 
shiftingktacking of the ballast weights. Together, they provide the capability of testing 
the ejection system under a wide range of CG locations. Four tests using the MDS 
were planned. In all cases, only one pressure cartridge per post was planned to be 
fired. 
Test 1 - CG located at the center of the post pattern with no IAE electrical 
Test 2 - CG located at the center of the post pattern with the IAE electrical 
connectors included. 
connectors mounted in the system. 
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electrical connectors mounted in the system with an undersized 
spring force. 
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Figure 13. Mass Deploy Simulator 
As of the writing of this paper, the first three of the four tests using the MDS have been 
performed. In each test, the jettison posts have performed nominally without a single 
anomaly or problem. Due to budget and schedule constraints, the last test will most 
likely not be performed; however, the results of the first three tests have given us a 
high degree of confidence in the design approach. 
onclusion 
The Spartan IAE mission is manifested on STS-77 in May of 1996. The jettison 
system has been subjected to extensive testing and evaluation with highly successful 
results. It has proven that the use of multiple small Marman band clamps to separate 
large objects in space is a viable design approach. Furthermore, the combination of a 
strong solid segment band with a modular reusable bolt cutter assembly has shown, 
for this application, to be inexpensive, reliable, and able to carry the high structural 
load levels required by the Shuttle. 
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